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DETAILED ACTION 

1 . Claims 1 - 1 0 are pending. 

Examiner's Amendment 

An examiner's amendment to the record appears below. Should the changes and/or 
additions be unacceptable to applicant, an amendment may be filed as provided by 37 CFR 
1.312. To ensure consideration of such an amendment, it MUST be submitted no later than the 
payment of the issue fee. Authorization for this examiner's amendment was given in a telephone 
interview with Philip McKay on 6/7/06. 

The application has been amended as follows: 
In the claims 

2. Claim 7, line 2. Replace " 1 " with »6~. 

Allowable Subject Matter 

3 . Claims 1 - 1 0 are allowed. 

4. The following is an examiner's statement of reasons for allowance (emphasis in bold): 

5. As to claim 1 , the prior art does not suggest a method for monitoring prefetches due to 
speculative accesses in a computer system comprising: providing a processor for processing data; 
providing a cache memory, said cache memory capable of being accessed by said processor; 
providing an off-chip memory system, said off-chip memory system capable of being accessed 
by said processor; providing for speculative accesses by said processor to transfer data from said 
off-chip memory system to said cache memory system; modifying said processor such that 
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said processor is capable of determining and labeling accesses as speculative and said 
processor is capable of indicating to said cache memory whether an access is speculative or 
non-speculative; providing said processor with a programmable prefetch counter that can 
be set, said prefetch counter for counting the number of prefetches, said prefetch counter 
providing said processor with the ability to trap on the occurrence of a predetermined state 
of said prefetch counter; providing a bit per tag called an S-bit, said S-bit indicating 
whether a cache line was accessed speculatively, wherein; a speculative insert of a cache 
line causes the S-bit of the cache line to be set, thereby changing the state of the cache line 
to the speculative state, further wherein; a speculative update of a cache line results in the 
setting of the S-bit of the updated cache line, thereby changing the state of the cache line to 
the speculative state, further wherein; a speculative miss of a cache line results in no 
change, further wherein; a non-speculative insert of a cache line results in the S-bit of the 
inserted cache line being cleared and the state of the cache line to be changed to the non- 
speculative state, further wherein; a non-speculative update of a cache line results in 
incrementing the prefetch count of said programmable prefetch counter if the updated 
cache line S-bit is set and the clearing of the S-bit of the cache line to the non-speculative 
state, further wherein; a non-speculative miss of a cache line results in no change. 

6. As to claim 4, the prior art does not suggest a method for monitoring prefetches due to 
speculative accesses in a computer system comprising: providing a processor for processing data; 
providing a cache memory, said cache memory capable of being accessed by said processor; 
providing an off-chip memory system, said off-chip memory system capable of being accessed 
by said processor; providing for speculative accesses by said processor to transfer data from said 
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off-chip memory system to said cache memory system; modifying said processor such that 
said processor is capable of determining and labeling accesses as speculative and said 
processor is capable of indicating to said cache memory whether an access is speculative or 
non-speculative; providing said processor with a programmable prefetch counter that can 
be set, said programmable prefetch counter for counting the number of prefetches, said 
programmable prefetch counter providing said processor with a table to hold instruction 
addresses called an instruction address table (IAT), wherein, the instruction address of a 
prefetched instruction is stored in the IAT; providing said processor with the ability to trap 
according to a predetermined condition of said programmable prefetch counter, wherein, 
when a trap occurs a sample is taken from said prefetch occurrence that caused the trap; 
providing a bit per tag called an S-bit, said S-bit indicating whether a cache line was 
accessed speculatively, wherein; a speculative insert of a cache line causes the S-bit of the 
cache line to be set, thereby changing the state of the cache line to the speculative state, and 
the address to be stored, further wherein; a speculative update of a cache line results in the 
setting of the S-bit of the updated cache line, thereby changing the state of the cache line to 
the speculative state, further wherein; a speculative miss results in no change, further 
wherein; a non-speculative insert of a cache line results in the S-bit of the inserted cache 
line being cleared, thereby changing the state of the cache line to the non-speculative state, 
further wherein; a non-speculative update of a cache line results in incrementing the 
prefetch count of said programmable prefetch counter, the clearing of the S-bit if the 
updated cache line S-bit is set and, if said prefetch counter reaches said predetermined 
state and the present instruction caused the predetermined state, a trap is initiated, the 
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address of the instruction that caused the trap is supplied from the IAT, and the data 
address of the prefetched cache line is supplied, further wherein; a non-speculative miss 
results in no change. 

7. As to claim 6, the prior art does not suggest a method for monitoring pollutions due to 
speculative accesses in a computer system comprising: providing a processor for processing data; 
providing a cache memory, said cache memory capable of being accessed by said processor; 
providing an off-chip memory system, said off-chip memory system capable of being accessed 
by said processor; providing for speculative accesses by said processor to transfer data from said 
off-chip memory system to said cache memory system; modifying said processor such that 
said processor is capable of determining and labeling accesses as speculative and said 
processor is capable of indicating to said cache memory whether an access is speculative or 
non-speculative; providing said processor with a programmable prefetch counter that can 
be set, said programmable prefetch counter for counting the number of prefetches, said 
programmable prefetch counter providing said processor with the ability to trap on the 
occurrence of a predetermined state of said prefetch counter; providing a bit per tag called 
an S-bit, said S-bit indicating whether a cache line was accessed speculatively; providing a 
bit per tag called an A-bit, said A-bit indicating whether a cache line was affected by a 
speculative access; providing a table called an evicted tag table (ETT), said ETT containing 
one tag entry per cache set, entries in said ETT being used to store the most recently 
evicted cache line in the case that it was evicted because a speculative access occurred; 
providing a pollution counter to count the number of pollutions; providing instructions to 
read and clear said pollution counter; modifying said processor such that said processor 
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traps upon a predetermined state of said pollution counter, wherein; a speculative insert of 
a cache line causes the S-bit of the cache line to be set, thereby changing the state of the 
cache line to the speculative state, the A-bit to be set of all other cache lines that do not 
have their S-bits set, thereby changing the state of all other cache lines that do not have 
their S-bits set to A-state, and the tag of the evicted cache line is moved to the ETT entry 
for this set, further wherein; a speculative update of a cache line results in the setting of the 
S-bit of the updated cache line, thereby changing the state of the cache line from the non- 
speculative state to the speculative state and, if this access modifies the replacement 
ordering of the cache set, then the A-bits of all cache lines that had their replacement 
ordering modified are set and their S-bits are set to zero, further wherein; a speculative 
miss of a cache line results in no change, further wherein; a non-speculative insert of a 
cache line results in the S-bit of the inserted cache line being cleared and the state of the 
cache line being set to the non-speculative state and, if the evicted entry has the A-bit set, 
then the tag of the evicted cache line is moved to the ETT entry for the cache set, further 
wherein; a non-speculative update of a cache line results in incrementing the prefetch 
count of said programmable prefetch counter if the updated cache line S-bit is set, the 
clearing of the S-bit, thereby changing the state of the cache line to the non-speculative 
state, clearing of the A-bit of all other cache lines, thereby changing the state of all other 
cache lines to the non-speculative state, and invalidating the ETT entry for this cache set, 
further wherein; a non-speculative update of a cache line results in a change of state from 
the A-state to the non-speculative state, further wherein; in the event of a non-speculative 
miss of a cache line, if the ETT entry for the set is valid and equals the tag of the accessed 
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cache line, then the pollution count of said pollution counter is incremented and the ETT 
entry for this cache set is cleared. 

8. As to claim 9, the prior art does not suggest a method for monitoring pollutions due to 
speculative accesses in a computer system comprising: providing a processor for processing data; 
providing a cache memory, said cache memory capable of being accessed by said processor; 
providing an off-chip memory system, said off-chip memory system capable of being accessed 
by said processor; providing for speculative accesses by said processor to transfer data form said 
off-chip memory system to said cache memory system; modifying said processor such that 
said processor is capable of determining and labeling accesses as speculative and said 
processor is capable of indicating to said cache memory whether an access is speculative or 
non-speculative; providing said processor with a programmable prefetch counter that can 
be set, said programmable prefetch counter for counting the number of prefetches, said 
programmable prefetch counter providing said processor with a table to hold instruction 
addresses called an instruction address table (IAT), wherein, the instruction address of a 
prefetched instruction is stored in the IAT; providing said processor with the ability to trap 
on the occurrence of a predetermined state of said prefetch counter, wherein, when said 
prefetch counter reaches said predetermined state, a trap occurs and a sample is taken 
from said prefetch that caused said trap; providing a bit per tag called an S-bit, said S-bit 
indicating whether a cache line was accessed speculatively; providing a bit per tag called an 
A-bit, said A-bit indicating whether or not a cache line was affected by a speculative access; 
providing a table called an evicted tag table (ETT), said ETT containing one tag entry per 
cache set, entries in said ETT being used to store the most recently evicted cache line in the 
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case that it was evicted because a speculative access occurred; providing a pollution 
counter to count the number of pollutions; providing instructions to read and clear said 
pollution counter; modifying said processor such that said processor traps upon said 
predetermined state of said pollution counter, wherein; a speculative insert of a cache line 
causes the S-bit of the cache line to be set, thereby changing the state of the cache line to the 
speculative state, the A-bit to be set of all other cache lines that do not have their S-bits set, 
thereby changing the state of all other cache lines that do not have their S-bits set to A- 
state, the tag of the evicted cache line is moved to the ETT entry for the set and, the 
instruction address to be stored, further wherein; a speculative update of a cache line 
results in the change of state from the A-state to the speculative state, further wherein; a 
speculative update of a cache line results in the setting of the S-bit of the updated cache 
line, thereby changing the state of the cache line from the non-speculative state to the 
speculative state and, if the access modifies the replacement ordering of the cache set, then 
the A-bits of all cache lines that had their replacement ordering modified are set and their 
S-bits are set to zero, further wherein; a speculative miss results in no change, further 
wherein; a non-speculative insert of a cache line results in the S-bit of the inserted cache 
line being cleared, thereby changing the state of the cache line to the non-speculative state, 
and if the evicted entry has the A-bit set, then the tag of the evicted cache line is moved to 
the ETT entry for this cache set, further wherein; a non-speculative update of a cache line 
results in incrementing the prefetch count of said programmable prefetch counter if the 
updated cache line S-bit is set, clearing the S-bit, thereby changing the state of the cache 
line to the non-speculative state, clearing the A-bit of all other cache lines, thereby 
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changing the state of all other cache lines to the non-speculative state, invalidating the ETT 
entry for this cache set, supplying the instruction address, and supplying the data address, 
further wherein; a non-speculative update of a cache line results in a change of state from 
the A-state to the non-speculative state; and a non-speculative miss of a cache line results in 
the pollution count of said pollution table being incremented, the ETT entry for the cache 
set being cleared, the instruction address being supplied, and the data address being 
supplied. 

9. Claims 2,3,5,7,8,10 are also allowable for incorporating the limitations of the parent 
claim, and further limitations. 

1 0. Any comments considered necessary by applicant must be submitted no later than the 
payment of the issue fee and, to avoid processing delays, should preferably accompany the issue 
fee. Such submissions should be clearly labeled "Comments on Statement of Reasons for 
Allowance." 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Than Nguyen whose telephone number is 571-272-4198. The 
examiner can normally be reached on 8am-3pm M-F. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Donald Sparks can be reached on (571) 272-4201. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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Than Nguyen 
Primary Examiner 
Art Unit 2187 



